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Company Overview

 Founded in 2015 by Hossam Soussa in Egypt.

 Location:

A)Head Office:176 El- Hegaz St., Heliopolis, Cairo, Egypt

B) Industrial zone C5,  land piece No 5, 10th of  Ramadan City, Egypt

 Our small sized company can reflect on nearly 10 years of 

successful trading of insulated material to the Egyptian markets.

Import, supply 

complete products

Import of global components 

which receives international 

certification to assembly and 

testing in Egypt

In August 2017 EGPEI started working in the field 

of lighting:

Of  LED lighting system and solar LED lighting system.



Section1

LED Lighting System

• Panel Light Series

• Street Light Series

• Flood Light Series

• Hay Bay light Series

•Gas Section Light Series



 

 

 
LED Panel Light Series  

 
Application 

 
Features 

Hotels, Conference, Meeting rooms, 
 

·High lumen efficiency, can be 110Lm/W if 
customer zed 

 Factories, Offices, Commercial  Pure 
poses, 

 

·Back lit, easy mounting, instant restart, 
energy saving, environmental friendly 

 Residential institution buildings, 
 

·High-quality cold rolled plate frame 
 Schools, Colleges& Universities, 
Hospitals 

 
·High-quality transmittance PS board 

  
3 years warranty 

  
·Protection shell: IP20 

Dimension and Distribution 

 

 
  



 

 

TEST REPORT(45W-4000K,6500K): 
 

 

 
 

 



 

 

Specification Data Sheet  
Item description LED PL066D PL1230D LED PL1260 D 

•  Dimensions (mm) 600*600*71.5 / 595*595*71.5 
(L*W*H) 

300*1200*71.5 / 295*1195*71.5 
(L*W*H) 

600*1200*71.5 / 
595*1195*71.5 (L*W*H) 

•  The Weight (K.G.) N.W.(3 KG) & GW(3.5 KG) N.W.(3 KG) & GW(3.5 KG) N.W.(3.5 KG) & GW(4 
KG) 

•Input voltage (VAC) AC90-265V AC90-265V AC90-265V 

•Input frequency (HZ) 50-60 Hz 50-60 Hz 50-60 Hz 

•  input watt (W) 36 W & 40 W & 45 W 36 W & 40 W & 45 W 70 W 

•  Power facor >  0.90 >  0.90 >  0.90 

•  Power efficiency >90% >90% >90% 

•  Luminous flux (Lm) 3240 lm & 3400 lm & 4050 lm 3060 lm & 3200 lm & 3825 lm 6650 lm 

•    Color Temperature (K) 2700 K -6500 K 2700 K -6500 K 2700 K -6500 K 

•  Color Rendering Inde (CRI) >80 >80 >80 

•     Lumen maintenance 
(2000h) (%) 

98 98 98 

•     Beam angle (H, V) 115º 115º 115º 

•  Average life (h) 30,000 hours 30,000 hours 30,000 hours 

•  IP IP20 IP20 IP20 

•  Ambient temperature 
range (ºC) 

`-25 ºC-50ºC `-25 ºC-50ºC `-25 ºC-50ºC 

•    LED Chip HongLi 2835 HongLi 2835 HongLi 2835 

•    Driver Universelite Universelite Universelite 

Material Iron +PS board Iron +PS board Iron +PS board 

 Certifications 
  

 
   

 



 

 

 

LED Street Light Series -MZ5LDW001  

Application 

• Major roads, Residential roads and streets 

 

 

 
 
      Features 

 High lumen efficiency 110Lm/W 

 Firm die-casting aluminum light body, module structure with variable power 

 Aluminum profile structure with excellent heat dissipation 

 Using famous brand  Philips/Cree/Bridge Lux/LG chip to ensure good reliability and consistency 

 Using PC lens to adjust beam angle 

 Energy-efficient, about double to triple of the metal lamp or the sodium lamp 

 Shell protection : IP 66 

 High quality driver, safety and reliable 

 Option : 1) Motion sensor 2) Photocell  

 

 

 

https://universelite.en.alibaba.com/productgrouplist-801062967/LED_Street_Light.html


 

 

 

Structure Diagram                                               

 

Accessories    

 
 

Real Product Show 

 
 
 
 
 



 

 

 

Dimensions & Different Wattag 

 

 

 

 
 

 
 
 



 

 

 

 
                                

 
                                         

 
                                                    
  

 
 
 
 



 

 

 

 
                                                    

 
 

                                
 
 
 

 
 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 

 

 Specification Data Sheet  
Item description 

LED  
MZ5LD60W001 

LED 
MZ5LD100W001 

LED 
MZ5LD120W001 

LED 
MZ5LD150W001 

LED 
MZ5LD180W001 

LED 
MZ5LD200W001 

LED 
MZ5LD240W001 

• Dimensions    (mm) 528*279*104(L*W*H) 628*279*104(L*W*H) 628*279*104(L*W*H) 748*279*104(L*W*H) 808*279*104(L*W*H) 888*279*104(L*W*H) 888*279*104(L*W*H) 

•  The Weight (K.G.) 
N.W.(6Kg) 
G.W.(7Kg) 

N.W.(7.1Kg) 
G.W.(8.3Kg) 

N.W.(7.1Kg) 
G.W.(8.3Kg) 

N.W.(8.4Kg) 
G.W.(9.8Kg) 

N.W.(8.9Kg) 
G.W.(10.3Kg) 

N.W.(9.8Kg) 
G.W.(11.3Kg) 

N.W.(9.8Kg) 
G.W.(11.3Kg) 

•Input voltage  (VAC) 120-277 V 120-277 V 120-277 V 120-277 V 120-277 V 120-277 V 120-277 V 

•Input frequency   (HZ) 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 

• Input current  (A) 0.2-0.6 0.33-1 0.4-1.2 0.5-1.5 0.6-1.8 0.66-2 0.8-2.4 

• input watt (W)  (60 +/-5%)   (100 +/-5%)   (120 +/-5%)   (150 +/-5%)   (180 +/-5%)   (200 +/-5%)   (240 +/-5%)  

• Power facor >   0.95 @ 220V >   0.95 @ 220V >   0.95 @ 220V >   0.95 @ 220V >   0.95 @ 220V >   0.95 @ 220V >   0.95 @ 220V 

• Voltage  (V) 36 36 36 36 36 36 36 

• Current (reference)  (A) 1.45 2.5 3 3.8 4.6 5.1 6.1 

• Wattage (reference)      (W) 53 +/-5% 90 +/-5% 109 +/-5% 138 +/-5% 165 +/-5% 184 +/-5% 220+/-5% 

• Power efficiency 0.88 0.9 0.9 0.9 0.92 0.92 0.92 

• Luminous flux   (Lm) 6500 lm 11000 lm 13800 lm 17500 lm 21000 lm 23000 lm 23000 lm 

•  Color Temperature (K) 2700 K -5700 K 2700 K -5700 K 2700 K -5700 K 2700 K -5700 K 2700 K -5700 K 2700 K -5700 K 2700 K -5700 K 

• Color Rendering Index   (CRI) >70 >70 >70 >70 >70 >70 >70 

•   Lumen maintenance (2000h) 
(%) 

98 98 98 98 98 98 98 

•   Beam angle  (H, V) Type III-M   75*150º Type III-M   75*150º Type III-M   75*150º Type III-M   75*150º Type III-M   75*150º Type III-M   75*150º Type III-M   75*150º 

• Optical intensity (od) 4400 6500 8000 10000 12000 13500 16000 

• Average life (h) 50,000 hours 50,000 hours 50,000 hours 50,000 hours 50,000 hours 50,000 hours 50,000 hours 

• IP IP66 IP66 IP66 IP66 IP66 IP66 IP66 

• Ambient temperature range  
(ºC) 

`-25 ºC-40ºC `-25 ºC-40ºC `-25 ºC-40ºC `-25 ºC-40ºC `-25 ºC-40ºC `-25 ºC-40ºC `-25 ºC-40ºC 

•   Bumming Position                    
Vertically 
downward 

Vertically 
downward 

Vertically 
downward 

Vertically 
downward 

Vertically 
downward 

Vertically 
downward 

Vertically 
downward 

•  LED Chip                    
Philips/Cree/Bridge 
Lux/LG 

Philips/Cree/Bridge 
Lux/LG 

Philips/Cree/Bridge 
Lux/LG 

Philips/Cree/Bridge 
Lux/LG 

Philips/Cree/Bridge 
Lux/LG 

Philips/Cree/Bridge 
Lux/LG 

Philips/Cree/Bridge 
Lux/LG 

•  Driver                   
Mean Well / 
Universelite 

Mean Well / 
Universelite 

Mean Well / 
Universelite 

Mean Well / 
Universelite 

Mean Well / 
Universelite 

Mean Well / 
Universelite 

Mean Well / 
Universelite 

• Material  
Die-cast aluminum       
( ADC12+6063) 

Die-cast aluminum      
( ADC12+6063) 

Die-cast aluminum      
( ADC12+6063) 

Die-cast aluminum      
( ADC12+6063) 

Die-cast aluminum        
( ADC12+6063) 

Die-cast aluminum      
( ADC12+6063) 

Die-cast aluminum    
( ADC12+6063) 

• Storage environment 
`-40 ºC-85ºC                 
RH 10% - 95% 

`-40 ºC-85ºC                 
RH 10% - 95% 

`-40 ºC-85ºC                 
RH 10% - 95% 

`-40 ºC-85ºC                 
RH 10% - 95% 

`-40 ºC-85ºC                 
RH 10% - 95% 

`-40 ºC-85ºC                 
RH 10% - 95% 

`-40 ºC-85ºC                 
RH 10% - 95% 

 
Certifications 

 

 

 

  



 

 

 

 LED Flood Light Series  
(1) LED TG010   

  Application 
For government lighting project, commercial place, airport, subway, overhead viaduct, billboard, gym, buildings and wall 
space lighting. 

Certifications                                                                            

  
Features 

 Fully water-proof design for lamp with IP65. 

 High lumen efficiency 110Lm/W 

 High transmission rate tempered glass increases rate up to 93% anti-impact rating IK08. 

 Philips/Cree/Bridge Lux/LG chip 3030 to ensure quality assurance. 

 Long life span: 50,000 hours. 
Dimension and Distribution 

 
Specification Data Sheet  

Item description LED TG80W010 LED TG100W010 LED TG120W010 LED TG150W010 LED TG200W010 

• Dimensions    (mm) 300*245*50(L*W*H) 345*295*60(L*W*H) 345*295*60(L*W*H) 365*330*60(L*W*H) 400*360*60(L*W*H) 

•Input voltage  (VAC) 100-277 V 100-277 V 100-277 V 100-277 V 100-277 V 

•Input frequency   (HZ) 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 

• Input current  (A) 0.38(220V) 0.5(220V) 0.6(220V) 0.6(220V) 0.95(220V) 

• input watt (W)  (80 +/-10%)   (100 +/-10%)   (120 +/-10%)   (150 +/-10%)   (200 +/-10%)  

• Power facor >   0.95  >   0.95  >   0.95  >   0.95  >   0.95  

• Voltage  (V) 36 36 36 36 36 

• Current (reference)  (A) 2 3 3 4.6 5 

• Wattage (reference)      (W) 72 +/-5% 90 +/-5% 108 +/-5% 138 +/-5% 180 +/-5% 

• Power efficiency >90% >90% >90% >90% >90% 

• Luminous flux   (Lm) 8800 lm 11200 lm 12000 lm 17500 lm 24000 lm 

•  Color Temperature (K) 3000 K -6500 K 3000 K -6500 K 3000 K -6500 K 3000 K -6500 K 3000 K -6500 K 

• Color Rendering Index   (CRI) >70 >70 >70 >70 >70 

•   Lumen maintenance (2000h) (%) 98 98 98 98 98 

•   Beam angle  (H, V) 120º 120º 120º 120º 120º 

• Average life (h) 50,000 hours 50,000 hours 50,000 hours 50,000 hours 50,000 hours 

•  Net Weight (K.G.) 3.1 K.G. 3.95 K.G. 3.95 K.G. 5.35 K.G. 6.1 K.G. 

•  Gross Weight (K.G.) 3.8 K.G. 4.8 K.G. 4.8 K.G. 6.1 K.G. 7.1 K.G. 

• IP IP65 IP65 IP65 IP65 IP65 

•  LED Chip                    
Philips/Cree/Bridge 
Lux/LG 

Philips/Cree/Bridge 
Lux/LG 

Philips/Cree/Bridge 
Lux/LG 

Philips/Cree/Bridge 
Lux/LG 

Philips/Cree/Bridge 
Lux/LG 

•  Driver                   
Mean Well / 
Universelite 

Mean Well / 
Universelite 

Mean Well / 
Universelite 

Mean Well / 
Universelite 

Mean Well / 
Universelite 

• Ambient temperature range  (ºC) `-40 ºC-50ºC `-40 ºC-50ºC `-40 ºC-50ºC `-40 ºC-50ºC `-40 ºC-50ºC 



 

 

 

(2) LED TG007 
Application 

Playground,  Factory, Warehouse etc.  

 

 
Features 
1. Extrudate-shell brings perfect heat dissipation, simple and perfect appearance. 
2. Lens module with high transparency could control different beam angles effectively 

And ensure balanced light. 

3. Good reliability a ns consistency. 

Dimension and Distribution                                                           Certifications 

 
Specification Data Sheet 

Item description 
LED 

 TG60W007 
LED 

 TG100W010 
LED 

TG120W010 
LED  

TG180W010 
LED 

TG200W010 
LED 

TG240W010 
LED 

 TG300W010 
LED 

 TG400W010 

•Input voltage  (VAC) 100-277 V 100-277 V 100-277 V 100-277 V 100-277 V 100-277 V 100-277 V 100-277 V 

•Input frequency   (HZ) 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 

• Input current  (A) 0.3 0.5 0.6 0.85 0.95 1.1 1.45 1.93 

• input watt (W)  (60 +/-5%)   (100 +/-5%)   (120 +/-5%)   (180 +/-5%)   (200 +/-5%)   (240 +/-5%)   (300 +/-5%)   (400 +/-5%)  

• Power facor >   0.95  >   0.95  >   0.95  >   0.95  >   0.95  >   0.95  >   0.95  >   0.95  

• Voltage  (V) 30 30 30 30 30 30 30 36 

• Current (reference)  
(A) 

1.8 3.6 3.67 5.6 6 7.5 9 10 

• Wattage (reference) 
(W) 

54 +/-5% 90 +/-5% 110 +/-5% 138 +/-5% 180 +/-5% 225 +/-5% 270 +/-5% 368 +/-5% 

• Power efficiency >90% >90% >90% >90% >90% >90% >90% >90% 

• Luminous flux   (Lm) 6300 lm 12000 lm 14400 lm 21600 lm 24000 lm 28800 lm 36000 lm 48000 lm 

•  Color Temperature 
(K) 

3000 K -6500 K 3000 K -6500 K 3000 K -6500 K 3000 K -6500 K 3000 K -6500 K 3000 K -6500 K 3000 K -6500 K 
3000 K -6500 
K 

• Color Rendering 
Index   (CRI) 

>70 >70 >70 >70 >70 >70 >70 >70 

•   Lumen maintenance 
(2000h) (%) 

98 98 98 98 98 98 98 98 

•   Beam angle  (H, V) 120º  120º  120º  120º  120º  120º  120º  120º  

• Average life (h) 50,000 hours 50,000 hours 50,000 hours 50,000 hours 50,000 hours 50,000 hours 50,000 hours 50,000 hours 

• IP IP65 IP65 IP65 IP65 IP65 IP65 IP65 IP65 

•  LED Chip                    
Philips/Cree/ 
Bridge Lux/LG 

Philips/Cree/ 
Bridge Lux/LG 

Philips/Cree/ 
Bridge Lux/LG 

Philips/Cree/ 
Bridge Lux/LG 

Philips/Cree/ 
Bridge Lux/LG 

Philips/Cree/Bri
dge Lux/LG 

Philips/Cree/ 
Bridge Lux/LG 

Philips/Cree/
Bridge 
Lux/LG 

•  Driver                   
Mean Well / 
Universelite 

Mean Well / 
Universelite 

Mean Well / 
Universelite 

Mean Well / 
Universelite 

Mean Well / 
Universelite 

Mean Well / 
Universelite 

Mean Well / 
Universelite 

Mean Well / 
Universelite 

• Ambient temperature 
range  (ºC) 

`-40 ºC-50ºC `-40 ºC-50ºC `-40 ºC-50ºC `-40 ºC-50ºC `-40 ºC-50ºC `-40 ºC-50ºC `-40 ºC-50ºC `-40 ºC-50ºC 

 
  



 

 

 LED Hay Bay Light Series  
 (1) LED GC 015 

Application 

Warehouses, Factories, Sports Halls, Airports etc. 

                                              
 

 
Features 

 Perfect heat dissipation, die-casting aluminum UFO shape body. 

 Private mould, light weight, good quality. 

 High transmittance PC lens. 

 Different reflect shade is optional. 

 Beam angle: 60°/90°/120° 

 Motion sensor can be added to control the light automatically 

Dimension and Distribution 

 



 

 

 
 

 

 

 
 

Specification Data Sheet 

Item description 
LED 

GC80W015 
LED 

GC100W015 LED GC120W015 
LED 

GC150W015 
LED 

GC180W015 
LED 

GC200W015 
LED 

GC240W015 

Dimension (φD*H)mm φ360*H175 φ360*H175 φ360*H175 φ360*H175 φ430*H205 φ430*H205 φ430*H205 

•Input voltage  (VAC) 100-277 V 100-277 V 100-277 V 100-277 V 100-277 V 100-277 V 100-277 V 

•Input frequency   (HZ) 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 

• Input current  (A) 0.35(220V) 0.43(220V) 0.55(220V) 0.71(220V) 0.87(220V) 0.87(220V) 1.04(220V) 

• input watt (W)  (80 +/-5%)   (100 +/-5%)   (120 +/-5%)   (150 +/-5%)   (180 +/-5%)   (200 +/-5%)   (240 +/-5%)  

• Power facor >   0.95  >   0.95  >   0.95  >   0.95  >   0.95  >   0.95  >   0.95  

• Voltage  (V) 42 42 42 42 42 42 42 

• Current (reference)  (A) 1.7 2.15 2.57 3.28 3.95 4.38 5.26 

• Wattage (reference)      (W) 72 +/-5% 90 +/-5% 108 +/-5% 138 +/-5% 165 +/-5% 184 +/-5% 220 +/-5% 

• Power efficiency >90% >90% >90% >90% >90% >90% >90% 

• Luminous flux   (Lm) 10000 lm 13000 lm 15000 lm 18700 lm 23500 lm 25000 lm 29000 lm 

•  Color Temperature (K) 3000 K -5700 K 3000 K -5700 K 3000 K -5700 K 3000 K -5700 K 3000 K -5700 K 3000 K -5700 K 3000 K -5700 K 

• Color Rendering Index   (CRI) >70 >70 >70 >70 >70 >70 >70 

•   Lumen maintenance (2000h) (%) 98 98 98 98 98 98 98 

•   Beam angle  (H, V)  60º ,90º ,120º   60º ,90º ,120º   60º ,90º ,120º   60º ,90º ,120º   60º ,90º ,120º   60º ,90º ,120º   60º ,90º ,120º  

• Average life (h) 50,000 hours 50,000 hours 50,000 hours 50,000 hours 50,000 hours 50,000 hours 50,000 hours 

•  Net Weight (K.G.) 3.7 K.G. 3.7 K.G. 4.1 K.G. 4.1 K.G. 6.1 K.G. 6.1 K.G. 6.1 K.G. 

•  Gross Weight (K.G.) 4.6 K.G. 4.6 K.G. 5 K.G. 5 K.G. 7.4 K.G. 7.4 K.G. 7.4 K.G. 

• IP IP65 IP65 IP65 IP65 IP65 IP65 IP65 

•  LED Chip                    
Philips/Cree/ 
Bridge Lux/LG 

Philips/Cree/ 
Bridge Lux/LG 

Philips/Cree/ 
Bridge Lux/LG 

Philips/Cree/ 
Bridge Lux/LG 

Philips/Cree/ 
Bridge Lux/LG 

Philips/Cree/ 
Bridge Lux/LG 

Philips/Cree/ 
Bridge Lux/LG 

•  Driver                   
Mean Well/ 
Inventronics 

Mean Well/ 
Inventronics 

Mean Well/ 
Inventronics 

Mean Well/ 
Inventronics 

Mean Well/ 
Inventronics 

Mean Well/ 
Inventronics 

Mean Well/ 
Inventronics 

• Ambient temperature range  (ºC) `-40 ºC-50ºC `-40 ºC-50ºC `-40 ºC-50ºC `-40 ºC-50ºC `-40 ºC-50ºC `-40 ºC-50ºC `-40 ºC-50ºC 

 

Certifications 

 
 

 



 

 

 

 (2) LED GC 010 
Application 

Warehouse lighting, Workshop, Steel Mill lighting, Supermarket lighting, Exhibition Halls 

lighting, Gym/ Stadium lighting, Gas Station lighting 

 

 

 
Features 

 Module structure, variable power 

 Perfect heat dissipation, die-casting aluminum body 

 Private mould, special and unique structure 

 High transmittance PC lens 

 Motion sensor is optional 

 

 

 Details of LED Linear Light                Motional Sensor is Optional 

                           

 
 

Dimension and Distribution 

 



 

 

Specification Data Sheet 

Item description LED TG60W007 LED TG120W010 LED TG180W010 LED TG240W010 

• Dimensions    (mm) 294*120*130(L*W*H) 564*120*130(L*W*H) 834*120*130(L*W*H) 564*245*130(L*W*H) 

•Input voltage  (VAC) 100-277 V 100-277 V 100-277 V 100-277 V 

•Input frequency   (HZ) 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 

• Input current  (A) 0.3 0.6 0.85 1.1 

• input watt (W)  (60 +/-5%)   (120 +/-5%)   (180 +/-5%)   (240 +/-5%)  

• Power facor >   0.95  >   0.95  >   0.95  >   0.95  

• Voltage  (V) 30 30 30 30 

• Current (reference)  (A) 1.8 3.67 5.6 7.5 

• Wattage (reference)      (W) 54 +/-5% 110 +/-5% 138 +/-5% 225 +/-5% 

• Power efficiency >90% >90% >90% >90% 

• Luminous flux   (Lm) 6300 lm 12600 lm 18000 lm 25200 lm 

•  Color Temperature (K) 2700 K -6500 K 2700 K -6500 K 2700 K -6500 K 2700 K -6500 K 

• Color Rendering Index   (CRI) >70 >70 >70 >70 

•   Lumen maintenance (2000h) (%) 98 98 98 98 

•   Beam angle  (H, V) 120º      /62º  X125º 120º      /62º  X125º 120º      /62º  X125º 120º      /62º  X125º 

• Average life (h) 50,000 hours 50,000 hours 50,000 hours 50,000 hours 

• IP IP65 IP65 IP65 IP65 

•  Net Weight (K.G.) 2.9 K.G. 4.6 K.G. 6.2 K.G. 7.9 K.G. 

•  Gross Weight (K.G.) 3.4 K.G. 5.4 K.G. 7.2K.G. 9.1 K.G. 

•  LED Chip                    
Philips/Cree/Bridge 
Lux/LG 

Philips/Cree/Bridge 
Lux/LG 

Philips/Cree/Bridge 
Lux/LG 

Philips/Cree/Bridge 
Lux/LG 

•  Driver                   Mean Well / Universelite Mean Well / Universelite Mean Well / Universelite Mean Well / Universelite 

• Ambient temperature range  (ºC) `-40 ºC-60ºC `-40 ºC-60ºC `-40 ºC-60ºC `-40 ºC-60ºC 

Certifications 
  

 



 

 

 

Gas station LED Canopy lights Series  
  Application 
Gas station, School, Office Building, Light Commercial Development, Apartments, Garages, 
Entryways, Stailwells, etc.  

 
 

Dimension  Features       

40W/60W: 226*226*105 mm          Perfect heat dissipation, die-casting aluminum body

85W/100W/120W: 343*343*113 mm          Private mould, special and unique structure

 

 
 

         High trasmittance PC lens

 
         Two installations: 1) ceiling 2) recessed

 
         Color options: Bronze/Black/White

 
         Motion sensor is optional 

 
         5 years warranty

  

  Specification Data Sheet 

Model 

Dimension 

(L*W*H)   

Input 

Wattage 

Lumens 

Input 

Voltage 

Color 

Temperature CRI 

IP 

Rating 

Average 

Life 

LED 

LED 

Driver (mm) @5000k Chip 

LEDYZ40W001 
226*226*105 

40W 4200Lm 
  

2700-6500K ≥ 70 IP65 50000H 

    

LEDYZ60W001 60W 6600Lm 
  

Cree Universelite 

LEDYZ85W001 

343*343*113 

85W 9350Lm 
AC100-277V 

Philips MeanWell 

LEDYZ100W001 100W 11000Lm 
50/60Hz 

LG   

LEDYZ120W001 120W 13200Lm 
  

    

Certifications  

 

 



Section 2

Solar Lighting System

• Solar LED Street Light Series

• Solar LED Garden Light Series



 

 

 

 

New Functions 
1) Adjustable base and fixed base   2) Three lighting modes 

For your reference 

 
  

3) Viewing Angle 

 
Description: 

1. All in one Solar garden & street lights, New invention patent products. 

2. King Kong Series, King Kong 720 to King Kong 780 

3. Integration design, put solar panel, Led lamp, battery and cotroller all in a box, without any cable. 

4. What you need to do when you receive them is to put them on the pole or wall, easy to ship, install 

and maintain 

Model: 
King Kong 720 (With motion 

sensor) 

King Kong 730 (With motion 

sensor) 

King Kong 760 (With 

motion sensor) 

Solar panel Max power: 
18V25W (high efficiency 

imported silicon solar cell) 

18V30W (high efficiency 

imported silicon solar cell) 

18V45W (high efficiency 

imported silicon solar 

cell) 

Battery Type: lithium battery lithium battery lithium battery 

Lumen (LM): 
2000-2200lm   (Equal to LED 

30w) 
3000-3300lm   (Equal to LED 

30w) 
6000-6600lm   (Equal to 

LED 30w) 

Charge time(by sun): 
6-7hours (with enough strong 

shine) 
6-7hours (with enough 

strong shine) 
6-7hours (with enough 

strong shine) 

Discharge time: 
more than 20 hours (saving 

mode) 

more than 20 hours (saving 

mode) 

more than 20 hours 

(saving mode) 

Working TEMP( ℃ ) -20~+60 -20~+60 -20~+60 

CCT (k): 6500k-7000k 6500k-7000k 6500k-7000k 

Mounting height(m): 5-6m 6-7m 6-7m 

Lighting Viewing Angle: 120°-150 120°- 150° 120°-150° 

Space between light(m): 12-15m 15-18m 25-28m 

Lamps material: aluminium alloy aluminium alloy aluminium alloy 

Certificate: ISO/CE / ROHS / IP65 ISO/CE / ROHS / IP65 ISO/CE / ROHS / IP65 

Warranty period: 2 years 3 years 5 years 

Unit size: 530*355*70 605*355*70mm 834*355*156mm 

Carton size: 600*415*135 660*415*135mm 880*415*230mm 

N.W: 5.5kg 6kg 11.5kg 

G.W: 6.5kg 7kg 12.5kg 

Q'ty/ctn: 1set/ctn 1set/ctn 1set/ctn 



 

 

 

 

  

Description: 

1. All in one Solar garden & street lights, New invention patent products. 

2. 15W  

3. Integration design, put solar panel, Led lamp, battery and cotroller all in a box, without 

any cable. 

4. What you need to do when you receive them is to put them on the pole or wall, easy to 

ship, install and maintain. 

Parameter :(CSSTY-UFO-15( 

Model: CSSTY-UFO-15 

Solar panel Max power: 18V25W (high efficiency imported silicon solar cell) 

Battery Type: lithium battery 

Lumen (LM): 1500-1650lm   (Equal to LED 15w) 

Charge time(by sun): 6-7hours (with enough strong shine) 

Discharge time: more than 20 hours (saving mode) 

Working TEMP( ℃ ) -20~+60 

CCT (k): 6500k-7000k 

Mounting height(m): 3-5m 

Lighting Viewing Angle: 120° 

Space between light(m): 10-12m 

Lamps material: aluminium alloy 

Certificate: ISO/CE / ROHS / IP65 

Warranty period: 3 years 

Unit size: 510*510*230 

Carton size: 570*570*290 

N.W: 7kg 

G.W: 8kg 

Q'ty/ctn: 1set/ctn 

20GP container: 295pcs 

40GP container: 590pcs 

 

 



 

 

 

Description: 

1. All in one Solar garden&street lights, New invention patent products. 
2. 5W  

3. Integration design put solar panel, Led lamp, battery and cotroller all in a box, without 

any cable. 

4. What you need to do when you receive them is to put them on the pole or wall, easy to 

ship, install and maintain. 

Parameter:(CSSTY-205) 

Model: CSSTY-205 (With motion sensor) 

Solar panel Max power: 9V6W (high efficiency imported silicon solar cell) 

Battery Type: lithium battery 

Lumen (LM): 500-550lm   (Equal to LED 5w) 

Charge time(by sun): 8 hours (with enough strong shine) 

Discharge time: more than 24 hours (saving mode) 

Working TEMP( ℃ ) -20~+60 

CCT (k): 6500k-7000k 

Mounting height(m): 2-3m 

Lighting Viewing Angle: 120° 

Space between light(m): 8-10m 

Lamps material: aluminium alloy 

Certificate: ISO/CE / ROHS / IP65 

Warranty period: 2 years 

Unit size: 340*240*60mm 

Carton size: 360*290*130mm 

N.W: 2.1Kg 

G.W: 2.8Kg 

Q'ty/ctn: 1set/ctn 

 



 

 

 

 

Description: 

1. All in one Solar garden& street lights, New invention patent products. 

2. 5W  

3. Integration design, put solar panel, Led lamp, battery and cotroller all in a box, without 

any cable. 

4. What you need to do when you receive them is to put them on the pole or wall, easy to 

ship, install and maintain. 

Parameter:(CSS-Y5W-S-001G) 

Model: CSS-Y5W-S-001G (With motion sensor) 

Solar panel Max power: 5W/9V (high efficiency imported silicon solar cell) 

Battery Type: lithium battery 

Lumen (LM): 400-450lm   (Equal to LED 5w) 

Charge time(by sun): 8 hours (with enough strong shine) 

Discharge time: more than 24 hours (saving mode) 

Working TEMP( ℃ )  -20~+60 

CCT (k): 6500k-7000k 

Mounting height(m): 3-5m 

Lighting Viewing Angle: 120° 

Space between light(m): 10-12m  

Lamps material: ABS+PC 

Certificate: ISO/CE / ROHS / IP65 

Warranty period: 1 years 

Unit size: 296*234*60mm 

Carton size: 360*295*100mm 

N.W: 1.1Kg 

G.W: 1.6Kg 

Q'ty/ctn: 1set/ctn 

20GP container: 2590pcs 

40GP container: 5180pcs 

 


